
AHD CAMERA
LE-A7 Series AHD Indoor Camera

1.3MP / 2MP

Specifications and dimensions subject to change without notice.
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Color: 0.001Lux ;
Black: 0Lux(IR ON) 

AHD 1080P /CVBS 1800 TVL

CS Lens interface

1280(H)×1080(V) 2.0M Pixels 1280(H)×960(V) 1.3M Pixels 

DC12V±10% Power Supply 

1/3" 2.0 Mega pixel color CMOS

LE-A7200

AHD 720P/960H /CVBS 1200 TVL Max. Resolution 

IR-cut Day & Night 

Color: 0.01Lux ;
Black: 0Lux(IR ON) 

Min. illumination 

-10~60 °C, Humidity 90% or less (non-condensing) Operating Condition 

PAL :1/50 ~ 1/100,000s NTSC:1/60 ~ 1/100,000s Electronic Shutter 

>58dB (AGC Off ) S/N Ratio 

AutoWhite Balance 

Optional, AHD and CVBS signal can be switched on the right button of OSD cable OSD 

Close/low/middle/high (optional)3D-DNR 

30M IR Distance 

PAL/NTSC TV System 

Pixel 

4mm, (6mm / 8mm, in optional) Lens

1/3" 1.3 Mega pixel color CMOS(IMX238)Image sensor

LE-A7130Model No.

◈ IR cut function, Day&Night surveillance◈ High efficiency, long-distance, real-time transmission 

◈ Support 3D noise reduction, Super low illumination

◈ UP to 30 meters IR Distance◈ Can work at AHD-M/AHD-L/960H mode

◈ IP66 Waterproof rating◈ High-performance image sensors, 2.0Mega(1080P)/ 1.3Mega(960P)

Feature:


